Exterior

MATERIAL

EXTERIOR
Painted sheet metal or brushed
stainless steel.

GLASS EXTERIOR AND FRAME OPTIONAL COLORS

Sound control laminated glass

FRAME . . .
Formica laminate on birch

plywood with varnish trim ‘ . ' .
Interior

MATERIAL

SOLID WALLS AND ROOF TABLE

Sandwich element of sheet metal, birch Formica laminate on birch plywood
plywood, recycled acoustic foam and with varnish (rim

acouslic felt. Anti-static and stain resistant LIGHTING

low loop pile carpet for public spaces Automated LED lighting

WORKING HEIGHT OPTIONS
The power column, located

on the back glass, is a ixed
component which provides an

option for a screen bracket or
a whiteboard on both interior
options.

:

Can also be ordered without
table or accessories.

Standard High

Technical specifications

MEASUREMENTS POWER
SIZE: 222 cm x 235 cm X 280 cm OUTLETS:
(87.3in x 92.5in x 110.4 in) (h, w, d) With table: 4 power outlets in the table
INTERIOR SIZE: + 1\A71n USB fast charger + H])M.I
Iloor plane: 210 cm x 200 cm X 267 cm Without table: 3 power outlets in the power column
(82.7inx78.7 in x 105.1 in) (h, w, d) + Twin USB fast charger
Mid plane: 210 cm x 215 cm X 274 cm POWER COLUMN ACCESSORIES
O u e (827 in x84.6 In x107.9 in) (h, w. d) Screen bracket or whiteboard.
Py DOOR: Leflt handed, minimum clear opening Screen specifications: Maximum size 50",
O u r e C l e n C width 82 ¢m (32.3 in) recommended 43". Screen mounting standard: flat
[ES!/ X i dd4d H J ﬂfz X

TABLE: 181 cm x 63 cm (71.2 in x 24.7 in) VESA 100 x 100, with adapter: VESA 200 x 200
WORKING HEIGHT OPTIONS: CERTIFICATES

Standard: 72 ¢cm (28.3 in)

High: 90 ¢cm (35.4 in)

WEIGHT:

950 kg / 2094 1b (without furniture)

150 9001

BUREAU VERITAS
Certification




