


















































































Acoustical Systems Panels 3D
C O L O R S

TREC 05  Saffron TREC 07 Arctic White TREC 08 Fiery Red TREC 11 Silver Grey TREC 13 Black TREC 19 Indigo

TREC 24 Cherry TREC 25  China Sea TREC 28 Sun TREC 35  Caramel TREC 37 Gungrey TREC 39 Coffee

TREC 41 Cinnamon TREC 43 Apple Green TREC 44 Shimmer TREC 46 Orange TREC 49 Purple TREC 51 Emerald

TREC 71 Peacock Blue

TREC 71 Pulp Pink

S P E C I F I C A T I O N S

600*600*74mm / 500*500*60mm

0.45-0.65 kg /piece

Indoor only

Euro class B and ASTM E84-08

No

-

Flame Spread 25

300

Fire Class A



D E S I G N S

Arc 004B Arc Diagonal 003B Board 001A Code 014E Crater 007C High Waves 017E

Leaves 009E Light 018E Oblique 005 Pyramid 016E Seashell 013 Shadow  015E

Square 3D  011E Twig   006B Wave 010E Weave 002

Cupoid 027E Floral 023A Hour Glass 026A Mountain 021A Pan 028E Spheres 028E

Ball 025A Cube 022A

Spiral 029E Square Whirl 024A





A durable and versatile product , Akustiksancore is made of 100% PET fiber. It is bonded 

using heat , instead of traditional chemical binders which ensures that it is naturally 

resistant to fire , moisture , vermin , insects , mould and bacteria. These world-class panels 

not only serve as acoustic panels but also as thermal insulations. They are so versatile that 

they can be used as bare panels if required. 

Akustiksancore also has a range of BAFFLES & CLOUDS. Akustiksancore Baffles & 

Clouds are generally used in large open areas. They come with impregnated bolts used 

for hanging them vertically or horizontally from the ceiling. 

AKUSTIKSANCORE
PET Panels Acoustical Systems



Thickness: 9mm , 12mm and 25mm

Maximum dimensions: L-2.44m , W-1.22m

3Density Kg / m  ( +/- 10%): 12mm-150 and 25mm-120

100% Polyester Core 

Edges : Square / Bevelled/ Mitre

Warranty: Warranted against workmanship and manufacturing defects for 2 years 

from date of purchase

Fire Rating: Class “A” as per ASTM E - 84 Tunnel Test

Mounting Method: Glued to the wall with or without air gap using adhesive.

AKUSTIKSANCORE PET Panels Acoustical Systems

S P E C I F I C A T I O N

Performance (Without Gap) - 9mm

Frequency

Absorption 
co-efficients

125

0.05

250

0.07

500

0.12

1000

0.35

2000

0.68

4000

0.56

NRC

0.30

Performance (Without Gap) - 12mm

Frequency

Absorption 
co-efficients

125

0.01

250

0.07

500

0.26

1000

0.54

2000

0.78

4000

0.94

NRC

0.40

Performance (Without Gap) - 25mm

Frequency

Absorption 
co-efficients

125

0.07

250

0.28

500

0.63

1000

0.87

2000

0.99

4000

0.98

NRC

0.70



TURC O C O R E  C O L O R S

TREC 01 Navy Blue TREC 02 Soft Red TREC 03 Greystone TREC 04 Camel TREC 05 Saffron TREC 06 Mink TREC 07 Arctic White

TREC 08 Fiery Red TREC 09 Dolphin TREC 10 Grass Green TREC 11 Silver Grey TREC 12 Pearl TREC 13 Black TREC 14 Light Blue

TREC 17 Dark Green TREC 18 Pink TREC 19 Indigo TREC 21 Brownish 
Green

TREC 24 Cherry TREC 25 China Sea TREC 26 Celadon

TREC 28 Sun TREC 29 Med Blue TREC 30 Light Purple TREC 31 Walnut TREC 32 Light Brown TREC 33 Garlic TREC 34 Fawn

TREC 35 Caramel TREC 36 Moonlight 
Grey

TREC 37 Gungrey TREC 38 Ruite TREC 39 Coffee TREC 40 Salmon TREC 41 Cinnamon

TREC 43 Apple Green TREC 44 Shimmer TREC 45 Acorn TREC 46 Orange TREC 47 Twister TREC 48 Wine TREC 49 Purple

TREC 50 Amethyst TREC 51 Emerald



A P P L I C A T I O N S

AKUSTIKSANCORE PET Panels Acoustical Systems



AKUSTIKSANCORE Printed

Akustiksancore Printed are aesthetically designed printed Akustiksancore panels. 

These panels are available in 9mm , 12mm and 25mm. Akustiksancore Printed Panels 

gives you wide options of designs with the option of customization of designs to your 

requirement. 

AKUSTIKSANC O R E P R I N T E D D E S I G N S

P R I N T E D E C O C O R E I N S T A L L E D I M A G E S

Turco 1007 Turco 1031 Turco 1034 Turco 1036 Turco 1040 Turco 1042

Turco 1044 Turco 1045 Turco 1047 Turco 1048 Turco 1049 Turco 1123



T & C Apply

PET Panels Acoustical Systems
AKUSTIKSANCORE

AKUSTIKSANC O R E B A F F L E S

Akustiksancore Baffles  are generally used in large open areas that have minimal wall 

surfaces to attaché traditional wall panes. These are hanged vertically from the ceiling. They 

come with impregnated bolts for hanging.

Helps in eliminating echoes & reduction in reverberation time. It also controls and reduces 

problem caused by air borne noise.

Thickness - 28mm /31mm /50mm

NRC - upto 0.95



AKUSTIKSANC O R E C L O U D S

Akustiksancore Clouds are generally used in large open areas that have minimal 

wall surfaces to attaché traditional wall panes. These are hanged horizontally to the 

ceiling. They come with impregnated bolts for hanging.

Helps in eliminating echoes & reduction in reverberation time. It also controls and 

reduces problem  caused by air borne noise.

Thickness - 28mm /31mm /50mm

NRC - upto 0.95

All products are Class A fire rated as per 

ASTM - E - 84 & ASTM - E - 1264



AKUSTIKSANCORE PET Panels Acoustical Systems

Thickness: 1mm to 6mm

Maximum Dimension: W-1.00m & 1.22m , L-10.00m to 50.00m rolls 

2Density Kg/ m  ( +/- 10%): 350 gms to 900 gms. 

100% Polyester Core 

Warranty: Warranted against workmanship and manufacturing defects for 2 years 

from date of purchase

Fire Rating: Class ‘B’ as per ASTM E - 84 Tunnel Test

Mounting Method: Glued to the wall using adhesive.

TURC O C O R E  F E L T C O L O R S

TREC 05 Saffron TREC 07 Arctic White TREC 08 Fiery Red TREC 11 Silver Grey TREC 13 Black TREC 19 Indigo TREC 24 Cherry

TREC 25 China Sea TREC 28 Sun TREC 35 Caramel TREC 37 Gungrey TREC 39 Coffee TREC 41 Cinnamon TREC 43 Apple Green

TREC 44 Shimmer TREC 46 Orange TREC 71 Peacock 

Blue

TREC 49 Purple TREC 51 Emerald TREC 71 Pulp  Pink

AKUSTIKSAN C O R E F E L T S A C O U S T I C A L S Y S T E M S

Akustiksancore Felt are large sheets of PET. The panels can be used in different spaces. 

It can be used on walls and ceilings. Akustiksancore Felt comes in multiple thicknesses 

ranging from 1mm to 6mm.  These come in wide variety of colors which are standard 

and can be customized to a requirement.  These are available in a width of 1.00 metre 

and 1.22 metre. 

Akustiksancore Felt offers incredible sound acoustics as well as great aesthetics.  

S P E C I F I C A T I O N



Akustiksan Magnesium oxide boards are made up of Magnesium Oxide , Magnesium 

Chloride , Fiberglass Mesh, Wood Dust etc. These boards are waterproof , fireproof , sound 

insulation boards. These boards have wide scope of application and can replace the 

wooden boards or gypsum boards. Akustiksan DIVY Mgo Boards are majorly applied in 

the indoor partition wall and ceiling. The exterior grade can also be used externally. 

These are also used in furnitures , fireproof doors , soundproof doors and ventilation 

pipes. 

Thickness: 3mm  to 20mm

Standard Size: 1220mm X2440mm , 1220mmX3000mm

Color: White , Grey

S P E C I F I C A T I O N

Free of  asbestos , so no emission of  poisonous gases in case of  fire.

High heat insulation resulting  in saving  of  heat and cold energy.

High Sound Insulation ensuring  peaceful and quiet environment.

Water and Moisture Resistant resulting in protection against 

bacteria , mold etc.

Light in weight and high strength resulting in fast construction 

and high strength.

A D V A N T A G E S

Suspension
Fitting

Main Keel Suspension Bar

Vice Keel

MgO Sound Insulation Board

Installation for Ceiling

MgO Sound Insulation Board

Horizontal Keel

Supporting Keel

Installation for Wall

Grey

White

BoardsDIVY MGO
OTHER ACOUSTICAL PRODUCTS



• Images are indicative

• The final product may have cosmetic variations 

mutually exclusive of the images shown.

• Not all constituents shown in the image are part

of  product package or deliverables

AKUSTIKSAN B L O C K - M V

These are flexible mass loaded Vinyl used for reducing sound transmission through 

walls and providing noise isolation from unwanted sources.

Vertical Keel

Sound Insulation

Gypsum Board

Horizontal Keel

INSTALLATION OF SOUND INSULATION 

Material: Mass Loaded Vinyl

Finish: Smooth Finish

Max. dimensions: Length-10/15 /20 m , 

Thickness-1/1.5/2/3mm

Width-1 / 1. 22 / 2mm

3Density: 1900 kgs / m  

Dimension Stability: < 0.4%

Flexibility 10mm  Mandrel Test: Pass

Flame Spread: Class 1

Installation: Material can be glued , nailed , 

stapled , screwed and can be reinforced and 

hung  like a curtain.

Max dimensions: L -10m , W -1m ,

2Thickness: 3mm ,  Area-10 M

Sound Block: 27 to 30 db  

AKUSTIKSAN B L O C K - E D

These are EPDM based flexible surface 

used for reducing sound transmission through 

walls and providing noise isolation from 

unwanted sources.

Flexible Mass VinylBLOCK
OTHER ACOUSTICAL PRODUCTS



OTHER ACOUSTICAL PRODUCTS

AKUSTIKSANFILZ Hanging Panels

Akustiksanfilz Hanging Panels add color , design and modulated visibility to any 

space. These panels can be used to define space , control light and provide 

varied degrees of privacy. Available in multi ple colors , these hanging panels are 

compatible with hanging panel track or hanging frame. These panels are ideal 

choice as hanging panels due to its softness , thickness and free hanging system 

without any backing and additional support. This enables a modern screening 

system. 

Width: 1000mm to 1220mm.

Material: Composite Fibres.

Thickness: 5mm , 7mm , & Customized Thickness.

Colors: Wide choice of colors.

Height: Can be customized to requirement.

Naturally repels Soiling and Moisture

Thermal and Acoustic insulating properties.

S P E C I F I C A T I O N



Acoustical Systems

APS 
AKUSTIKSANCORE 
AKUSTIKSANWOOD 
FILZ
3D

Applications

E D U C A T I O N

Class Rooms

Lecture Halls 

Libraries

Multipurpose Halls 

Gymnasiums

Aquatic Centers

Music Rooms 

Prayer Rooms

Dormitories

Corridors

Entertainment Rooms

Halls

Children Play Areas

B U S I N E S S & C O R P O R A T E

Board Rooms

Conference Rooms

Lobbies

Corridors 

Cabins

Partitions

Reception Desks

Ceilings

Work Stations , Etc.

R E S I D E N T I A L

Small Home Offices

Bedrooms 

Home Theatres

Drawing Rooms

Dining Room , etc.



H O S P I T A L I T Y

Lobbies

Reception Desks

Waiting Areas 

Meeting Rooms

Conference Halls

Guest Rooms

Saloons 

Dining Areas

Party Halls , etc.

T H E A T R E S & A U D I T O R I U M S

Multiplex and 

Single Theaters

Large Auditorium

Marriage Halls 

Studios 

Home Theatre Systems etc.

H E A L T H C A R E

Patient Waiting Halls/ Rooms

ICU 

Casualty Rooms

Wards/ Walk Way/ Corridors

Operation Theatres

Reception  Areas

R E C R E A T I O N C L U B S & S P O R T S A R E N A S

High Noise Ball Game Areas Like 

Basketball , Volleyball , etc. 

Table Tennis , Squash ,Badminton , 

Bridge Rooms , Multi Sport Halls 

Swimming Pools , etc..



Clientele



AKUSTİKSAN
Adil Mah. Pelit Sk. 66 İstanbul/Sultanbeyli 34920
P: +90 (216) 592 50 66  M: +90 532 452 26 74
E: destek@akustiksan.com.tr
www.akustiksan.com.tr




